
approx. location of bow
ungefährer Verlauf des Bogenstab

SloLongDog
            © 2003 - 2004
               Bruce Lambert

Competition line touch fighter kite

nose reinforcement tape  /  Verstärkungsband
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bow hem  /  Saum für Bogenstab

ideal balance point
optimaler Balancepunkt

SloLongDog

wingtip location
Flügelspitze

lower bridle connecting point
unterer Waagepunkt

10 3/16“    - 25,8 cm

carbon batten ø 0,040“    length 5 1/4 “

Segellatte ø 1 m
m

 Länge 13,5 cm
 (Kohlefaser)

Bow 24 11/16      0.060 ø Carbon Rod      4-10 mph
                            0.070 ø Carbon Rod      8-15 mph

Bogenstab 62,8 cm     ø 1,5 mm Kohlefaser     6-16 km/h
                                       ø 1,8 mm Kohlefaser   13-24 km/h
upper bridle point connection points: measure 10 1/2 from each end of bow !
obere Wagepunkte: messe 26,6 cm von den Enden des Bogstabes !

this kite has been a winning
line-touch competition kite !!!

(both versions)



SloLongDog

matmac 11/2004

optional straight trailing edge
optionale gerade Schleppkante

Note: for more active kite
remove 25mm - 1“ from
tail of Spine & redraw
the new trailing edge.
shorter kite is named SloDog


